
Includes a
Heavy Duty Spring-Loaded
100% Nylon 6' 6" Strap

Extruded Aluminum,
Universal  "4 Way" Head

Sturdy 2 " Post Design
Withstands Years of Use

Internal Thru-bolted
Construction to Insure
Strength of Assembly

Heavy Weighted Base
for Maximum Support

FINISHES

SATIN ALUMINUM (SA) Aluminum, surface ground, 
fine satin polished, coated with a clear epoxy based 
bake enamel. For Indoor / Outdoor Use.

SATIN BRASS (BE) A brass tinted epoxy based finish, 
is baked on over satin aluminum. For Indoor/Outdoor 
Use.

MIRROR CHROME (MC) Steel, mirror  polished, 
chrome plated. For indoor use.

MIRROR BRASS (MB) Steel, mirror polished brass 
plated  and lacquer coated. 

For indoor use.

SPECIFICATIONS
Height 40”

Post Diameter 2”

Base Diameter 14”

Weight 40 lbs.

Strap Length 7’

Extenda-Barrier Crowd Control Posts

BASE CONSTRUCTION
(Cross Section)

Rust Preventative
Baked Epoxy Coating on Solid Steel Bottom

Designer Finish
Base Cover

Solid Steel 
Weight Plates

Rolled Under Rim
Protects Floors

OTHER AVAILABLE FINISHES

Hunter Green Burgundy Espresso Brown Statuary Bronze 

Sand Midnight BlueSlate Grey Light Bronze Terra Cotta 

Nickel Copper Vein Blue Marble Pewter

Bronze VeinBronze Vein Silver VeinSilver VeinCopper Bronze Green MarbleDesert StoneDesert Stone

GraniteGranite

Satin Black
High Gloss Black 
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